DEZE AMBALAJ MAKINELERI
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Ustiin ayirma sistemi



OVERLAP SHRINK MACHINE

‘ 400 SERIES

Farki yaratan sadece ileri teknoloji makinelerimiz degil,ayni zamanda
sundugumuz Satis sonrasi hizmetlerimizdir.

SEALING BAR SYSTEM

300 SERIES
200 SERIES

Yeni nesil perfonmans /iistiin ¢calisma kapasitesi




DEZE Makine kiiresel olarak degisen ihtiyaglara
yonelik arastirma, gelistirme, tasarim, iiretim satis
ve sati as! destek faaliyetlerini diiriist, saygil,
insana deger veren, tutarli iistiin
kalite il ipleri ile Tiirkiye vizyonuna da bir
katki unsuru olabilmeyi hedeflemistir, hedefledigi bu
B g.istikrarl bir sekilde, hizli adimlarla

ilerlemektedir.

DEZE Machinery realizes its purposeful activity
~on researching globally changing requirements,
improvement, planning, developing, production,

x selling and technical support after selling basing on
honesty and respect principles, being in peace with
community, appreciating human element and
thanks to high quality thereby acting as additional
element of Turkey vision. On this targeted way the
company is iable developed and increased.

e ] Proglanabilen firin
d PID isi Kontrolii
Ustiin izalasyon
) Homajen is1 dagilimi

Uzun émiirlii tel bant

DZ-200 SERIES
DZ-300 SERIES
DZ-400 SERIES




Servo sistemi ile (iriin
ayirma

Format degisiminde
.
: —— zaman tasarufu
- _
.
"

Giivenlik sensérlii kapilar .
Acil durdurma butonlari
Emniyet torklari

200 SERIES

(10-15 Ppm)




YDE

TAM OTOMATIK YANDAN BESLEMELI SHRINK MAKINESI

(Full automatic Sealing bar shrink machine)

Kesme cene dlgiileri

Maximum film

Elektrik beslemesi
Toplam gii¢
Ortalama gii¢
Isitma sekli
Kapasite
Adirlik
Tiinel boyutlari
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Caligan iiriin tipi

www.dezemakine.com

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption

Suitable Film

Max. Film Thickness

Working format

Sicak gene (sealing)
650 -1500 mm
380 V/ 50 Hz

25 Kw
7 Kw
Rezistance
10-15 Ppm
1350 Kg
3500X2400X1100mm
1800x2900x2300mm
210It/hour
PE POLIETLINE
40- 120 Micron

0.2-0.5-1.5-5-10 LT

7 AC Motor
PID Isitma

=7 AC Motor

- PID Heating

— PLC Controlled

- Easy to Use
Touch screen
Past stock Record

—_High levels isolation



7 AC Motor
PID Isitma

—_5 Farkl dil destegi
13 ndartin n Tasarim
- Yiiksek standart da izalasyon
- Gecmis stokkaydi

=7 AC Motor

— PID Heating
PLC Controlled

- Easy to Use -
Touch screen
Past stock Record

— Past Alarms Record
Automatic programm

— High levels isolation

TAM OTOMATIK ONDEN BESLEMELI SHRINK MAKINESI
(Full automatic Sealing bar shrink machine)

Kesme cene dlgiileri
Maximum film
Elektrik beslemesi

Toplam gii¢

Ortalama gii¢
Isitma sekli
Kapasite
Adirlik
Tiinel boyutlar:
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Caligan iiriin tipi

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption
Suitable Film
Max. Film Thickness

Working format

Sicak gene (sealing)
650 -1000 mm
380 V/ 50 Hz

25 Kw
7 Kw
Rezistance
10-15 Ppm
1350 Kg
3500X2400X1100mm
1800x6000x2300mm
250lt/hour
PE POLIETLINE
40- 120 Micron

Kutu tipi iiriinler

www.dezemakine.com



XD

Ozel tasarlanmis yapistirma iinitesi ile diger muadilerine gére 2 kat daha uzun émre sahiptir.
Firin isitma tiineli ile daha az enerji ile daha yiiksek perfonmans saglayabilirsiniz.

Proglanabilen isitma sistemi ile sabah ve aksam firin 1 isitmak ve sogutmak igin
harcadiginiz




DZ-301/K

— 11 AC Motor

PID Isitma

PLC kontrollii
—. Kolay kullanim

Dokunmatik Panel
— Gecmis hata kaydi
—. Otomatik Proglanabilen firin
— 2 M Avare cikis konveyorii
— 2 Kat uzun émiirlii yapistirma
. 7 Farkli format hafizasi
— 5 Farkl dil destegi
— CE Standartina uygun Tasarim
.. Yiiksek standart da izalasyon
- Gegcmis stok kaydi

- PID Heating

= PLC Controlled

= Easy to Use

- Touch screen

- Past stock Record

= Past Alarms Record

= Automatic programmed oven
= 2 M outfeed Conveyor

- 2 times more Durable Sealing Jaw
- 7 Different Formats memory
- 5 different languages

— CE standard design

— High levels isolation

¥DE

TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI
(Full automatic Overlap shrink machine)

Kesme cene dlgiileri

Maximum film

Elektrik beslemesi
Toplam gii¢
Ortalama gii¢
Isitma sekli

Kapasite
Adirlik
Tiinel boyutlari
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Caligan iiriin tipi

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption

Suitable Film

Max. Film Thickness

Working format

Sicak gene (sealing)
650 -700 mm
380 V/ 50 Hz
25 Kw
7 Kw
Rezistance
18-22 Ppm
2500 Kg
3500X2400X1100mm
11000x2900x2300mm
310It/hour
PE POLIETLINE
40- 120 Micron

0.2-0.5-1.5LT

DZ-301/K

www.dezemakine.com

Sicak ¢ene
(Sealin bar system)



TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI
(Full automatic Overlap shrink machine)

Kesme cene dlgiileri
Maximum film
Elektrik beslemesi

Toplam gii¢

Ortalama gii¢
Isitma sekli
Kapasite
Adirlik
Tiinel boyutlar
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Caligan iiriin tipi

DZ-301/M

Sicak gene
(Sealin bar system)
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Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption

Suitable Film

Max. Film Thickness

Working format

Sicak gene (sealing)
650 -700 mm
380 V/ 50 Hz
35 Kw
11 Kw
Rezistance
20-24 Ppm
2266 Kg
3500X2400X1100mm
1800x2900x2300mm
250It/hour
PE POLIETLINE
40- 120 Micron

0,33-0,5-1,5LT

DZ-301/M
0,2-0,33-0,-1-1,5L7

= 11 AC Motor

PID Isitma

PLC kontrollii
—. Kolay kullanim

Dokunmatik Panel
— Gecmis hatakaydr
— Otomatik Proglanabilen firn
— 2 M Avare cikis konveyorii
- 2 Kat uzun émiirlii yapistrma
- 7 Farkli format hafizasi
- SFarkhi dildestegi
— CE Standartina uygun Tasarim

. Yiiksek standart da izalasyon
— Gecmis stok kaydi

- PID Heating
PL ntroll.

- Easy to Use -
Touch screen
Past stock Record

—_High levels isolation



DZ-301/LK Yo
3-5-7-10LT

11 AC Motor

PID Isitma

PLC kontrollii
~Kolay kullanim

Dokunmatik Panel
~Gecmis hata kaydi
~Otomatik Proglanabilen firin
-2 M Avare cikis konveyorii
~2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi

=5 Farkli dil destegi
_CE Standartina _uygun Tasarim

Yiiksek standart da izalasyon
~Gegcmis stok kaydi

TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI

-PID Heating

=PLC Controlled

=Easy to Use

—Touch screen

—Past stock Record

—Past Alarms Record

~Automatic programmed oven

=2 M outfeed Conveyor

-2 times more Durable Sealing Jaw

(Full automatic Overlap shrink machine)

_7 Different Formats memory Kesme cene dlgiileri Seal bar dimension Sicak ¢ene (sealing)
-5 different languages Maximum film Max. Film Width 650 -700 mm
—CE standard design
_High levels isolation Elektrik beslemesi Power 380 V/ 50 Hz
Toplam gii¢ Max. Power 35 Kw
Ortalama gii¢ Average Power 11 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 18-22 Ppm
Adirlik Weight 2126 Kg
Tiinel boyutlari Tunnel Size Dimension 3500X2400X1100mm
Makine boyutlari Total Length of 11000x2900x2300mm
Hava tiiketimi Air Consumption 317It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron

Caligan iiriin tipi Working format 3-5-10LT

DZ-301/LK

Sicak gene
(Sealin bar system)

www.dezemakine.com



DZ-301/KB
Kutu tipi iiriin (Box)

11 AC Motor

PID Isitma

PLC kontrollii
—. Kolay kullanim

Dokunmatik Panel
—. Gecmis hata kaydi
_. Otomatik Proglanabilen firin
-2 M Avare cikis konveyorii
— 2 Kat uzun émiirlii yapistirma
—. 7 Farkl format hafizasi

— 5 Farkli dil destegi
CE Standartina uygun Tasarim

. Yiiksek standart da izalasyon
—. Gecmis stok kaydi

TAM OTOMATIiK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESi - PIDHeating
PLC Controlled

(Full automatic Overlap shrink machine) Easy to U

Touch screen
Past stock Record

— Past Alarms Record
Automatic programm ven

Kesme cene dlgiileri Seal bar dimension Sicak gene (sealing)
Maximum film Max. Film Width 650-750 mm
Elektrik beslemesi Power 380 V/ 50 Hz — High levels isolation
Toplam giig Max. Power 35 Kw
Ortalama gii¢ Average Power 12 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 18-24 Ppm
Adirhk Weight 2610 Kg
Tiinel boyutlari Tunnel Size Dimension 3900X2400X1100mm
Makine boyutlan Total Length of 1800x2900x2300mm
Hava tiiketimi Air Consumption 343It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron
Calisan iiriin tipi Working format Kutu tipi diriinler

DZ-301/KB

Sicak gene
(Sealin bar system)

www.dezemakine.com



DZ-301/KC
Karton beslemeli (Carton)

11 AC Motor

PID Isitma

PLC kontrollii
- Kolay kullanim

Dokunmatik Panel
- Gecmis hata kaydi
. Otomatik Proglanabilen firin
=2 M Avare cikis konveyorii
— 2 Kat uzun émiirlii yapistirma
- 7 Farkli format hafizasi

- 5 Farkl dil destegi
CE Standartina uygun Tasarim

- Yiiksek standart da izalasyon
—. Gegcmis stok kaydi

- PID Heating
PLC Controlled

-FEasytoUse =
Touch screen
Past stock Record

P rms Recor
Automatic programm v
-2 M outfeed Conveyor
2 ti Durable Sealing J
-7 Different Formats memory
-5 different languages
E standar: ign
— High levels isolation

Kesme cene oliileri
Maximum film
Elektrik beslemesi
Toplam gii¢

Ortalama gii¢
Isitma sekli
Kapasite
Adirlik
Tiinel boyutlari
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Caligan iiriin tipi

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption
Suitable Film
Max. Film Thickness

Working format

YoE

TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI

(Full automatic Overlap shrink machine)

Sicak gene (sealing)
650 -700 mm
380 V/ 50 Hz
35 Kw
13 Kw
Rezistance
18-20 Ppm
2690 Kg
3900X2400X1100mm
11000x2900x2300mm
3201t/hour
PE POLIETLINE
40- 120 Micron

Uriin altr karton

DZ-301/KC

Sicak gene
(Sealin bar system)

www.dezemakine.com



DZ-301/MP
Multipack

=11 AC Motor
PID Isitma
PLC kontrollii

—Kolay kullannm
Dokunmatik Panel

~Gecmis hata kaydi

~Otomatik Proglanabilen firin

—2 M Avare ¢ikis konveyorii

-2 Kat uzun émiirlii yapistirma

7 Farkli format hafizasi

=5 Farkli dil destegi
_CE Standartina _uygun Tasarim

_Yiiksek standart da izalasyon
~Gecmis stok kaydi

TAM OTOMATIiK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI -PID Heating

q A q PLC Controlled
(Full automatic Overlap shrink machine) Easy Z,"J:; .

Touch screen
Past stock Record

—Past Alarms Record
Automatic programm ven
=2 M outfeed Conveyor
: : =2 times more Durable Sealing Jaw
Kesme cene odlgiileri Seal bar dimension Sicak gene (sealing) 7 Different Formats memory

Maximum film Max. Film Width 650-700 mm
Elektrik beslemesi Power 380 V/ 50 Hz
Toplam giig Max. Power 35 Kw
Ortalama gii¢ Average Power 13 kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 20-24Ppm
Adirlik Weight 2320 Kg
Tiinel boyutlari Tunnel Size Dimension 3500X2400X1100mm
Makine boyutlari Total Length of 1800x2900x2300mm
Hava tiiketimi Air Consumption 250It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron
Caligan iiriin tipi Working format 0.2-0.5-1.5LT

DZ-301/MP

Sicak gene
(Sealin bar system)

www.dezemakine.com
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TAM OTOMATIK ONDEN BESLEMELI OVERLAP SHRINK MAKINESI
(Full automatic Overlap shrink machine)

Maximum film

Toplam gii¢

Isitma sekli

Adirlik

Makine boyutlari

Kullanilan naylon

Calisan iiriin tipi

DZ-401/K

Overlap sistem
(Overlap system)

Max. Film Width

Max. Power

Heating System

Weight

Total Length of

Suitable Film

Working format

650 -700 mm

Rezistance

3210 Kg

13000x2900x2300mm

PE POLIETLINE

0,25-0,33-0,5-1-1,5 LT




DZ-401/S
0,2-0,33-0,5-1-15LT

Yoe

=11 AC Motor

=PID Isitma

=PLC kontrollii

—Kolay kullanim

=Dokunmatik Panel

~Gecmis hata kaydi
=Otomatik Proglanabilen firin
=2 M Avare ¢ikis konveyorii

=2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi

=5 Farkli dil destedgi

-CE Standartina _uygun Tasarim
Yiiksek standart da izalasyon

Calisan iiriin tipi

Working format

~Gecmis stok kaydi
:PID Heating TAM OTOMATIK ONDEN BESLEMELI OVERLAP SHRINK MAKINESI
PLC Controlled (Full automatic Overlap shrink machine)
Easy to Use
=Touch screen
=Past stock Record
=Past AlarmsRecord
=Automatic programmed oven
=2 M outfeed Conveyor
W D i F ! Kesme cene dlgiileri Seal bar dimension Overlap system
-5 different languages Maximum film Max. Film Width 650 -700 mm
_ﬁliistandazidesmn— gh levels isolation Elektrik beslemesi Power 380 V/ 50 Hz
Toplam gii¢ Max. Power 45 Kw
Ortalama gii¢ Average Power 19 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 35-40 Ppm
Adirhik Weight 3472 Kg
Tiinel boyutlari Tunnel Size Dimension 4500X2400X1100mm
Makine boyutlari Total Length of 13000x2900x2300mm
Hava tiiketimi Air Consumption 280It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron

T

Overlap sistem
(Overlap system)

www.dezemakine.com
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TAM OTOMATIK ONDEN BESLEMELi OVERLAP SHRINK MAKINESI

(Full automatic Overlap shrink machine)

Kesme cene dlgiileri
Maximum film
Elektrik beslemesi

Toplam gii¢

Ortalama gii¢
Isitma sekli
Kapasite
Agirlik
Tiinel boyutlari
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Calisan iiriin tipi

Overlap sistem
(Overlap system)

www.dezemakine.com

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption
Suitable Film
Max. Film Thickness

Working format

Overlap system
650-700 mm
380 V/ 50 Hz
45 Kw
23 Kw
Rezistance
45-50 Ppm
3600 Kg
4500X2400X1100mm
13500x2900x2300mm
200lt/hour

PE POLIETLINE
40- 120 Micron

f CIT

DZ-401/A
0,2:0,33-0,5-1-1,3LT

=11 AC Motor

=PID Isitma

=PLC kontrollii

—Kolay kullanim

<=Dokunmatik Panel

=Gecmis hata kaydi
~Otomatik Proglanabilen firin
=2 M Avare cikis konveyorii

=2 Kat uzun émiirlii yapistirma
-7 Farkli format hafizasi

=5 Farkl dil destegi

_CE Standartina uygun Tasarim
Yiiksek standart da izalasyon
~Gecmis stok kaydi

=PID Heating
=PLC Controlled
Easy to Use

~Touch screen
=Past stock Record

=High levels isolation




DZ-401/DK
0,2:0,33-0,5-1-1,3T

=11 AC Motor

=PID Isitma

=PLC kontrollii

—Kolay kullanim

=Dokunmatik Panel

=Gecmis hata kaydi
=Otomatik Proglanabilen firin
=2 M Avare ¢ikis konveyorii

=2 Kat uzun émiirlii yapistirma
=7 Farkl format hafizasi

=5 Farkli dil destegi

~CE Standartina _uygun Tasarim
Yiiksek standart da izalasyon
~Gecmis stok kaydi

=PID Heating
=PLC Controlled
Easy to Use
~Touch screen
=Past stock Record
=Past Alarms Record
=Automatic programmed oven
=2 M outfeed Conveyor
. .
W Diff F
=5 different languages
=CE standarddesign
=High levels isolation

Yoe

TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI

(Full automatic Overlap shrink machine)

Kesme cene dlgiileri
Maximum film
Elektrik beslemesi

Toplam gii¢

Ortalama gii¢
Isitma sekli
Kapasite
Adirlik
Tiinel boyutlari
Makine boyutlari
Hava tiiketimi
Kullanilan naylon

Naylon kalinligi

Calisan iiriin tipi

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption
Suitable Film
Max. Film Thickness

Working format

Overlap system
650 -700 mm
380 V/ 50 Hz
45 Kw
19 Kw
Rezistance
70 Ppm
3800 Kg
4500X2400X1100mm
14500x2900x2300mm
420It/hour
PE POLIETLINE
40- 120 Micron
0,25-0,33-0,5-1-1,5 LT

Overlap sistem
(Overlap system)

www.dezemakine.com



Yoe

TAM OTOMATIK ONDEN BESLEMELI OVERLAP SHRINK MAKINESI
(Full automatic Overlap shrink machine)

Kesme cene dlgiileri
Maximum film
Elektrik beslemesi

Toplam gii¢

Ortalama gii¢
Isitma sekli
Kapasite
Agirhik
Tiinel boyutlari
Makine boyutlari
Hava tiiketimi
Kullanilan naylon
Naylon kalinligi

Calisan iiriin tipi

Overlap sistem
(Overlap system)

www.dezemakine.com

Seal bar dimension
Max. Film Width
Power
Max. Power
Average Power
Heating System
Capacity
Weight
Tunnel Size Dimension
Total Length of
Air Consumption
Suitable Film
Max. Film Thickness

Working format

Overlap system
650-700 mm
380 V/ 50 Hz
55 Kw
25 Kw
Rezistance
90 Ppm
4100 Kg
4500X2400X1100mm
14500x2900x2300mm
380It/hour

PE POLIETLINE
40- 120 Micron

3-0,5-1-1,5 LT

DZ-401/DS
02433051150

otor

=PID Isitma

=PLC kontrollii

—Kolay kullanim

=Dokunmatik Panel

=Gecmis hata kaydi
=Otomatik Proglanabilen firin
=2 M Avare ¢ikis konveyorii

=2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi

=5 Farkli dil destegi

-CE Standartina _uygun Tasarim
Yiiksek standart da izalasyon

=Gecmis stok kaydi
~PID Heating
=PLC Controlled
Easy to Use
~Touch screen
—Past stock Record
—Past AlarmsRecord
—Automatic programmed oven
=2 M outfeed Conveyor
2 til Durabl li
=7 Different Formats memory
=5 different languages
-CE standard design
=High levels isolation




DZ-401/DA
0,20.33-0,5-1-1 517 "TDE

=11 AC Motor

=PID Isitma

=PLC kontrollii

=Kolay kullanim

~Dokunmatik Panel

~Gecmis hata kaydi
~Otomatik Proglanabilen firin
=2 M Avare ¢ikis konveyorii
=2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi

=5 Farkl dil destegi

-CE Standartina _uygun Tasarim
Yiiksek standart da izalasyon

~Gecmis stok kaydi
~PID Heating TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI
_PLC Controlled (Full automatic Overlap shrink machine)
=Easy to Use

=Touch screen
=Past stock Record

=Past Alarms Record

—Automatic programmed oven

-2 M outfeed Conveyor

'MW Q i tF I y Kesme cene dlgiileri Seal bar dimension Overlap system

=5 different languages Maximum film Max. Film Width 650 -700 mm

=High levels isolation Elektrik beslemesi Power 380 V/ 50 Hz
Toplam gii¢ Max. Power 55 Kw
Ortalama gii¢ Average Power 29 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 120 Ppm
Agirlik Weight 4870 Kg
Tiinel boyutlari Tunnel Size Dimension 4500X2400X1100mm
Makine boyutlari Total Length of 13000x2900x2300mm
Hava tiiketimi Air Consumption 370It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron
Calisan iiriin tipi Working format 0,25-0,33-0,5-1-1,5 LT

- ‘

3[m]
[=]

Overlap sistem

(Overlap system)

O

www.dezemakine.com




"YOE DZ-401/LK
3-5-7-10LT

Naylon kalinhgi

Calisan iiriin tipi

Overlap sistem
(Overlap system)

www.dezemakine.com

Max. Film Thickness

Working format

40- 120 Micron

0,25-0,33-0,5-1-1,5 LT

=11 AC Motor

=PID Isitma

=PLC kontrollii

=Kolay kullanim

~Dokunmatik Panel

=Gecmis hata kaydi
=Otomatik Proglanabilen firin
=2 M Avare cikis konveyorii
=2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi

-5 Farkli dil destegi

-CE Standartina uygun Tasarim
Yiiksek standart da izalasyon

~Gecmis stok kaydi
TAM OTOMATIK ONDEN BESLEMEL| OVERLAP SHRINK MAKINESI
(Full automatic Overlap shrink machine) " PID Heating
=PLC Controlled
Easy to Use
=Touch screen
Past stock Record
=Past Alarms Record
=Automatic programmed oven
Kesme cene dliileri Seal bar dimension Overlap system =2 M outfeed Conveyor
. . =2 times more Durable Sealing Jaw
Maximum film Max. Film Width 650 -700 mm =7 Different Formats memory
Elektrik beslemesi Power 380 V/ 50 Hz =5 different languages
=CE standard design
Toplam gii¢ Max. Power 55 Kw =High levels isolation _
Ortalama gii¢ Average Power 29 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 120 Ppm
Adirhk Weight 4870 Kg
Tiinel boyutlari Tunnel Size Dimension 4500X2400X1100mm
Makine boyutlari Total Length of 13000x2900x2300mm
Hava tiiketimi Air Consumption 370lt/hour
Kullanilan naylon Suitable Film PE POLIETLINE



DZ-401/KC-KS-KA YoE
Karton beslemeli (Carton)

=11 AC Motor

=PID Isitma

=PLC kontrollii

=Kolay kullanim

~Dokunmatik Panel

~Gecmis hata kaydi
=Otomatik Proglanabilen firin
=2 M Avare cikis konveyorii

=2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi

-5 Farkli dil destegi

-CE Standartina uygun Tasarim
Yiiksek standart da izalasyon

~Gecmis stok kaydi
TAM OTOMATIK ONDEN BESLEMELI SICAK CENE SHRINK MAKINESI
- (Full automatic Overlap shrink machine)
=PID Heating
=PLC Controlled
Easy to Use
=Touch screen
Past stock Record
=Past Alarms Record
=Automatic programmed oven
=2 M outfeed Conveyor Kesme cene élgiileri Seal bar dimension Sicak gene (sealing)
2 ti Durable Sealing J
-7 Different Formats memory Maximum film Max. Film Width 650 -700 mm
-5 different languages Elektrik beslemesi Power 380 V/ 50 Hz
=CE standard design
High levels isolation Toplam gii¢ Max. Power 25 Kw
Ortalama gii¢ Average Power 7 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 10-15 Ppm
Adirlik Weight 2846 Kg
Tiinel boyutlari Tunnel Size Dimension 3500X2400X1100mm
Makine boyutlari Total Length of 1800x2900x2300mm
Hava tiiketimi Air Consumption 250It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron
Caligan iiriin tipi Working format 3-5-10 LT

Overlap sistem
(Overlap system)
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¥ o DZ-401/MP
Multipack

=11 AC Motor

=PID Isitma

=PLC kontrollii

—Kolay kullanim

=Dokunmatik Panel

~Gecmis hata kaydi
=Otomatik Proglanabilen firin
=2 M Avare ¢ikis konveyorii

=2 Kat uzun é6miirlii yapistirma
=7 Farkli format hafizasi

=5 Farkli dil destegi

_CE Standartina _uygun Tasarim
Yiiksek standart da izalasyon

~Gecmis stok kaydi
TAM OTOMATIK ONDEN BESLEMELI OVERLAP SHRINK MAKINESI
(Full automatic Overlap shrink machine) "PID Heating
=PLC Controlled
=Easy to Use
~Touch screen
=Past stock Record
=Past Alarms Record
Kesme cene olgiileri Seal bar dimension Overlap system 2 M outfeed Conveyor
Maximum film Max. Film Width 650-700 mm =2 times more Durable Sealing Jaw
=7 Different Formats memory
Elektrik beslemesi Power 380 V/ 50 Hz 5 different languages
Toplam gii¢ Max. Power 45 Kw High levels isolation
Ortalama gii¢ Average Power 16 Kw

Isitma sekli Heating System Rezistance
Kapasite Capacity 40 Ppm
Agirlik Weight 3470 Kg
Tiinel boyutlari Tunnel Size Dimension 4500X2400X1100mm
Makine boyutlari Total Length of 13000x2900x2300mm
Hava tiiketimi Air Consumption 370It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinligi Max. Film Thickness 40- 120 Micron
Caligan iiriin tipi Working format 0,25-0,33-0,5-1-1,5LT

Overlap sistem
(Overlap system)
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DZ'401/ MP 'C ":I DE
Multipack + Karton

=11 AC Motor
PID Isitma
=PLC kontrollii
—Kolay kullanim
=Dokunmatik Panel
~Gecmis hata kaydi
~Otomatik Proglanabilen firin
=2 M Avare cikis konveyérii
2 Kat uzun émiirlii yapistirma
=7 Farkli format hafizasi
=5 Farkl dil destegi
-CE Standartina _uygun Tasarim
Yiiksek standart da izalasyon

~Gecmis stok kaydi
TAM OTOMATIK ONDEN BESLEMELI OVERLAP SHRINK MAKINESI
- (Full automatic Overlap shrink machine)
=PID Heating
=PLC Controlled
Easy to Use
=Touch screen
=Past stock Record
—Past Alarms Record
—Automatic programmed oven
=2 M outfeed Conveyor Kesme cene dlgiileri Seal bar dimension Overlap system
2 ti Durable Sealing J
-7 Different Formats memory Maximum film Max. Film Width 650 -700 mm
=5 different languages Elektrik beslemesi Power 380 V/ 50 Hz
=CE standard design
=High levels isolation Toplam giig Max. Power 45 Kw
Ortalama gii¢ Average Power 14 Kw
Isitma sekli Heating System Rezistance
Kapasite Capacity 35Ppm
Agdirhk Weight 3670 Kg
Tiinel boyutlari Tunnel Size Dimension 4500X2400X1100mm
Makine boyutlari Total Length of 13000x2900x2300mm
Hava tiiketimi Air Consumption 370It/hour
Kullanilan naylon Suitable Film PE POLIETLINE
Naylon kalinhigi Max. Film Thickness 40- 120 Micron
Calisan iiriin tipi Working format 0,25-0,33-0,5-1-1,5 LT

Overlap sistem
(Overlap system)
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YoE

OTOMASYON

Automation

Hattin durumunu perfonmansini Diinyanin neresine giderseniz gidin takip
edebilirsiniz. Cep telefonunuzdan, Tabletinizden ,ister bilgisayarinizdan
Uretim hattiniz 7/24 takip olanagi.

You can track the performance of manufacturing line from
anywhere of the World.You can track your manufacturing line from
your mobile phone, your tablet or your computer.

Firin ‘1 istenilen giin ,saat ve dakikaya
proglamyarak sabah ve aksam isinmasi
ve sogumasi igin beklemeye gerek
kalmaz .Sabah programlanan saat de
firin otomatik olarak agilir ve i1sinir
iiretime hazir hale gelir.Uretim sonunda
programlanan saatde rezistanslarini
kapatir soguduktan sonra otomatik
olarak komple kapanir.

You can programming your oven
when you desired days, hours or minutes

by this means you don’t need wait
morning or evening for cooling or
heating proccess. If you do a program
for oven that it will start and heats
automaticly at programmed time and
the system will ready for production.The
resistance will close programmed time
automaticly at the end of manufacturing
and the system will full close when after
the cooling process complated.

www.dezemakine.com

Kullanmakta oldugunuz makine ye ait
Elektrik projesi,Kullanim kilavuzu,PLC
programi,Touch screen Programi,Makine
kitapgiklari ve tiim kullanilan iiriinlere
ait kitapgiklara 7/24 ulasabilirsiniz.
Sadece Touch screen iizerindeki barkodu
teleffonunuza okutmaniz yeterli
istediginiz bilgiye aninda ulagabilirsiniz.

You can full access to machine’s electrical
project, user manuals, PLC program, touch

screen program and all other documentations

when you buy the machine. You can full
access to machine’s electrical project,
user manuals, PLC program, touch screen
program and all other documentations
when you buy the machine.Only read the
barcode on touch screen with your mobile
phone that is enough for to access all you
needed information.

DEZE Makineye ait tiim makineler
TURKCE,iNGLiZCE,ARAPCA,RUSCA ve
FRANSIZCA dillerini desteklemektedir.

All machine is supporting the TURKISH,
ENGLISH, ARABIC, RUSSIAN and FRENCH
languages owned to DEZE Makine.




Y DE

: PO YEN NESIL URUN AYIRMA SISTEMI
Senkronize servo motor kontrolii ile Giriin ayirma

Hattin baski yapmasinda dahi sorunsuz iiriin ayirma (NEW GENERATION SEPERATOR SYSTEM)
Kolay format degisimi
Yiiksek hizlarda maximum perfonmans

Product separation with synchronous servo engine.
Even smoothly afford during the production. Simple
format change. High performance on high speed.

YENI NESIL FIRIN SISTEMI -
Ust diizey izalasyon

PID i1sitma sistemi
Homojen isi dagilimi
Ozel tasarlanmis tel bant

(NEW GENARATION OVEN SYSTEM)

Higher-Up level isolation, PID warming system.
Homogen temperature distribution. Special design

wire strip.
Yiiksek hizlarda yiiksek perfonmans naylon sistemi YENi NESIL NAYLON SiSTEMi
Sorunlu veya statik li naylonlarda yiiksek verimli (NEW GENARATION NYLON SYSTEM)

Kolay Sokulebilir ve takilablir

High performance nylon system for high speed. High
performance for static or problem nylon, easy
removable or installable system.

UZUN OMURLU YAPISTIRMA GENESI Digerlerine gore 2 kat daha uzun émiirlii
LONG LIVED SEALNG BAR [t
Yiiksek hizlarda maximum perfonmans
El sikismasina karsi maximum giivenlik

Two times longer PID temparature control than
others. High speed, maximum performance.
Maximum security for handclasp.

5 LT Galisma sirasinda istenildiginde 2x1 ve 2x2 5 LT ‘DE YENI NESIL URUN GURUPLAMA

fomatina donebilme
istenilen adet kadar 2x1 veya 2x2 otomatik olarak (5 LT NEW GENERATION SEPARATOR

ambalaj yapabilme

The work style can be change when you desired
from 5 It to 2 x1 and 2 x 2 format. The desired
quantities can be automatic packingin2x 1 or 2 x 2
format.

HAT YGNLENDIRICISi Kare veya oval siseleri guruplamada yiiksek perfonmans
( LINE DIVIDER ) High performance for grouping of square or oval bottles.
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Beylikdiizii organize sanayi bélgesi
Birlik sanayi sitesi

4.cadde no :16
BEYLIKDUZU/ISTANBUL/TURKEY
TEL : +90 212 671 73 54 (pbx)

FAX :+90 212 671 73 55

E-mail: info@dezemakine.com
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